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RF/EMI Shielding Tents: ISO Shipping Containers

Select Fabricators’ RF Shielded Tents can seamlessly be integrated to line the 
inside of a shipping container. We specialize in tailoring Faraday tents to meet the 
unique requirements of our users regardless of size or dimension of the project. 

This discrete design not only ensures optimal shielding, but also conceals the 
tent's location from unauthorized observation, delivering security and the utmost 

discretion simultaneously. 

- Customizable Tent Size
- Includes magnetic hooks that stick to the top of 

the container, increasing ease of set-up and 
break-down

- Customizable I/O filter plate for cable pass 
through

Made in the USA with Nova Select™ fabric. Nova 
Select™ is a silver/copper/nickel conductive fabric 
with an average shielding effectiveness of over -90 
dB in the range of 20 MHz to 40 GHz. Optional 
penetrations can have an effect on the overall 
shielding performance. Berry Amendment compliant 
fabrics available.

Construction
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Other
� I/O filter plates
� EMI hardened lights
� In-house or independent IEEE 299 

(1-18 gHz testing of completed 
enclosure)

� Custom engineering/design of 
enclosure

Construction Options
� Exterior covers for outdoor 

deployment
� Vestibule entrance
� Zero-threshold door
� Custom size door
� Shielded Windows
� Rugged flooring option
� Pelican storage cases
� Shipping cases
� Frame cases

Liners
� Flame retardant /resistant 

liner
� ESD liner to provide static 

control

Standard Features
� Standard size patented double 

magnet door size: 32” x 70”
� Heavy duty tarp flooring to protect 

the conductive floor
� Protective tent carry/storage bag
� Shielding Effectiveness Certificate
� Complete assembly instructions 

and engineering support
� One-year limited warranty

Patented Door 
Closure System
Using two strips of 
heavy-duty flexible magnet 
to create a tight conductive 
seal, allows attenuation 
levels to exceed -90 dB after 
over 5000 openings. Single 
door (US Pat 9,029,714) or 
double door (US Pat 
8,530,756).

IO Filter Plates and 
Panels
Integrated IO filter plates. 
Can include filtration for AC 
Power, Ethernet, USB, SMA, 
BNC, N-type, Fiber Optics, 
and more.
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